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FRAME AND GRATE DETAILS

SECTION D-D

FRAME ANCHOR DETAIL

4 1/4" (108 mm) 4 1/2" (114 mm)

1/4" (6 mm)
(6 mm)

30 o

FERRULE LOOP INSERT FOR 3/8" (10 mm) BOLT

P 1 3/4"x1 3/4"x1/4"L

DRILL 1/2" (13 mm) 
HOLE, AND FURNISH
3/8" (10 mm) MACH.

TYP.
1/4 5/8" O BAR/

P 5"x1/2"L

1/4" (6 mm)

4"x1"x1/4"
(102x25x6 mm)
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P 3 1/2"x1/4"L
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4" (102 mm) 3 3/4" (95 mm) 1/4"(6 mm)
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1/4"(95x6 mm)
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1/4" (6 mm) P L

4"x 2 1/2"x 1/4"

(102x64x6 mm)

1/2" O x 4"
(13x102 mm)
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1/2" O x 4" (13 x 102mm)/

4"x1"x1/4"

HEADED ANCHOR

NOTES:

1. INLETS SHALL BE CONSTRUCTED WITH HORIZONTAL

WELDING SYMBOLS LEGEND:

FILLET WELD THIS SIDE

FILLET WELD BOTH SIDES

FILLET WELD ALL AROUND

BUTT WELD, GRIND FLAT
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GROOVE WELD, GRIND FLAT
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2. THE METRIC CONVERSIONS ARE PROVIDED IN
PARENTHESIS FOLLOWING THE ENGLISH UNITS.

STIFFENER

(TRIM   TO SIZE)

HEADED ANCHOR

(102x25x6 mm)

TOPS UNLESS SPECIFIED OTHERWISE.

(16 mm)

(127x13 mm)

(44x44x6 mm)

BOLT & WASHER

(TRIM   TO SIZE)

(89x6 mm)

(6 mm)

(6 mm)

(6 mm)

(6 mm)

(6 mm)
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